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Ford 6R60/75/80/100

Transmissions

Call or Click
Today

Scan this QR Code
to View JASPER’s
Transmission Video
and upcoming videos ‘
related to the Ford J
6R60/75/80.

Ford Expedition - Ford Explorer - Ford Explorer Sport Trac - Ford F150
Ford Mustang - Lincoln Navigator - Mercury Mountaineer

Bringing More Value to You
and Your Customers!

- JASPER® 100% installs a thermal conductive material, which improves heat dissipation
between the Transmission Control Module (TCM) and the valve body (2006-2010),
preventing the TCM from overheating.

- 100% installation of the latest-design lead frame (2011 and later), including speed

sensors, temperature sensor, and range switch, This prevents intermittent speed sensor
signal loss, which causes a PCM command to shift into first gear.

800-827-7455 - www.jasperengines.com



Ford 6R60/75/80 TCMs are 100% tested
with JASPER-designed test equipment to
verify communication between the computer
and allinternal inputs including: temperature
sensor, speed sensors, internal mode switch
and solenoids.

JASPER offers upgrades to the Ford 6R60/
75/80 transmissions such as installation

of the latest-design lead frame with speed
sensors, temperature sensor, and range
switch, and an added thermal conductive
material between the TCM and valve body.

Every JASPER Transmission undergoes
dynamometer testing to ensure proper gear
ratios, line pressure, cooler pressure, cooler
flow and noise. Applications including an
internal TCM are validated using a state-of-
the-art CAN software package.

JASPER? installs a larger oil pan, on select models, for
increased oil capacity.

100% replacement of rubber dampers in the valve body
accumulator to restore shift feel.

100% JASPER remanufactured valve body, including
vacuum testing to verify hydraulic integrity and reduce
valve body valve and bore wear, eliminating erratic shifts.

Applications including an internal TCM (Transmission
Control Module) are 100% tested using electronics to verify
proper operation of the internal mode switch, temperature
sensor, speed sensors and solenoids.

100% dynamometer tested for proper gear ratios, line
pressure, cooler pressure, cooler flow and noise.
Applications including

an internal TCM are validated for a second time using
state-of-the-art CAN (Controller Area Network) software
on the dynamometer.

JASPER supplies the Valve Body ID and Solenoid Strategy
Numbers for 2011 and later models and must be
programmed into the TCM.

100% installation of the latest-design, upgraded pressure
plates and snap ring on early applications to eliminate snap
ring dislocation causing unit failure.

3 Year/ 100,000 Mile Nationwide
Transferable Warranty

Full warranty disclosure available at www.jasperengines.com or upon request.
Specifications subject to change without notice.
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